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‘NO NITE ACTION 
25X1. te | DISTRIBUTION THIS NESSAGE LIMITED TO THOSE WITH 
ABSOLUTE NEED TO KNOW. : 
26 P~648205°S TURBINE Looks os BY VISUAL INSPECT ION = REAR» 
A/B AND SPRAY BARS OFF, SEVERAL FIRST STAGE VANES CAN ALSO BE SEEN 
AND ARE STRAIGHT AND CLEARe COLOR PATTERN VERY UNIFORM. SPRAY BAR 
SEAL REWORK PROCEEDING SLOWLY DUE TO A/B AIR SEAL PROBLEM AND INTER=. 
CHANGE OF NOZZLE WITH 202. | 
3. STARTS ON P-648992 FROM ENGAGEMENT To IDLE WITH AeRe CARTS 
VARY FROM 96 SECONDS AT 48 PSIG AIR SUPPLY OUTPUT OF 79 SECONDS AT 
52 PSIG AIR SUPPLY OUTPUT. LITE IS AT 18 TO 26 SECONDS. CART REQUIRES 
SONSTANT CLEANING OF FILTERS. THEY DO NOT REACH 6 PST ON GAGE AS 
AIR Ro REPs INDICATED. BASED UPON 521 CeRe RATING WE ARE GETTING FULL 
OUTPUT IF WE CLEAN FILTERS EVERY START OR TO. APPROX § STARTS WITH 


“SIMULTANEOUS STARTER ENGAGEMENT AND NO STARTER DISTRESS. 
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40 P648292°S A/B COMBUSTION CHAMBER & NOZZLE OFF FOR INVES= 


TIGATION OF GAS SEAL FAILURE. P-648263°S BEING INSTALLED. SHOULD RUN 


292 TONIGHT. 
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Se MADE ARTICLE INSTALLED RUN SEPT. 17 ON Roe J75, PeG1213 7. sf 
CHECKED OUT SATISFACTORY » ; \ 


END OF MESSAGE. 
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